
LED - Ginger
Joan Gaspar



Unfold the light or fold it. The latest from PerezOchando is a flexible, large-
format lamp designed to adapt to the different lighting requirements in large 
spaces. A large black vertical structure is the main shaft from which a number 

of rods emerge; some can be moved upwards to expand the light and others 
downwards to focus it. The rods all have a suspended spotlight that projects the 
light downwards or in a large, sharp beam.

LED - Ginger Joan Gaspar

LED - Ginger 20A

Electrical
Electrical Rating: 85-264VAC 50-60Hz 5.7W
Luminaire: 161lm
CCT: 2700K
CRI: 90

Integrated dimmer: Yes (Plug-in version)
Dimmer Type: 
Plug-in version, Progressive in-line dimmer from 0 to 
100.

Code
Plug-in
A662-199
A662-200

Hardwired
A662-201
A662-202

 Oak-White
 Wenge-White

 Oak-White
 Wenge-White

Finish

Materials
Diffuser and base: Pressed wood or brushed aluminum
Dissipater: Aluminum
Structure: Metal

Dry locations only
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LED - Ginger Joan Gaspar

marsetusa@marset.com 
www.marset.com

Photometric data file (LDT or IES) 
2D, 3D, Photometric Data 
Assembly instructions

Download

WARNING. California Proposition 65 Warning for 
California Consumers. This product can expose you 
to chemicals including wood dust and lead which are 
known to the State of California to cause cancer or 
birth defects or other reproductive harm. For more 
information go to www.P65Warnings.ca.gov

Electrical
Plug-in: 85-264VAC 50-60Hz 14W
Luminaire: 350lm
CCT: 2700K
CRI: 90

Hardwired: 100-120VAC 50-60Hz 14w
Luminaire: 350lm
CCT: 2700K
CRI:90

Integrated dimmer: Yes (Plug-in version)
Dimmer Type: 
Plug-in version: progressive in-line dimmer from 0 to 
100.
Hardwired version: Phase cut (ELV) dimming driver

LED-Ginger A

Code
Plug-in
A662-087
A662-088

Hardwired
A662-095
A662-096

 Oak-White
 Wenge-White

 Oak-White
 Wenge-White

Finish

Materials
Diffuser and base: Pressed wood or brushed aluminum
Dissipater: Aluminum
Structure: Metal

Dry locations only
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